
Modbus  Protocol   Register  Address
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Function

Channel 1  Data  Number

Channel 2  Data  Number

Channel 3  Data  Number

Channel 4  Data  Number

Channel 5  Data  Number

Channel 6  Data  Number

Channel 7  Data  Number

Channel 8  Data  Number

Channel 9  Data  Number

Channel 10  Data  Number

Channel 11  Data  Number

Channel 12  Data  Number

Channel 13  Data  Number

Channel 14  Data  Number

Channel 15  Data  Number

Channel 16  Data  Number

Range

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

0000H ~ 0FFFH

Ex     3 ~  6  

Send       01  03  00  02  00  04  CRC

Received 01  03  08  XX  XX  XX  XX  XX  XX  XX  XX  CRC
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1 ~ 16 channel Analog Input  ( A I )

A / D 12 bit
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1~6 Pin 01H ~ 3FH

                  

8 Pin OFF  9600

                                               

ON  19200

N . 8 . 1OFF  7 Pin  設定通訊格式

ON  N . 8 . 2
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